
ML / MH Model 
powered by MMD 



CNC Turning lathes 



Controls 

 

- Siemens 828 D 

- Siemens 840 D SL 

 

• Mitsubishi M70 / 700 

• Fanuc 



Standard equipment 

• 8 inch (10 inch) hydraulic chuck 

with hard and soft jaw 

• Water system with removable 

water tank 

• Rotating center MT 5 

• Central lubrication 

• Light in working space 

• 3 colors signal light 

• Heat changer at electric cabinet 

• Foot switch for jaw clamping 

• Electric handwheel 

• EMC / CE 

• Manuals 

 Air conditioner at electric cabinet 

 Rinsing pistol 

 CTT 5-10 Bar 

 Hydraulic tailstock 

 Programmable tailstock 

 Part capter 

 Food switch tailstock sleeve  

 Pneumatic are door 

 Manual tool length measuring system 

 Autom. tool length measuring system 

 Oil skimmer 

 Bar loader 

 etc. 

 

 

 

Optional equipment 



  



ML 

MH 

Inclined bed 

Ball screw C3 



Working space 



Driven tools with revolver make Sauter * 





12 T / 8 or 10 inch chuck 

Standard MH 320 / 350 

12 T / 8 or 10 inch chuck 

Standard MH 320 C / 350 C 

Diagram 



Block revolver 



Tooling systems 

Standard ML 300, MH 320 / 350 Standard MH 320 C / 350 C 



C- Achse mit Klemmung 

Hauptspindel 



ML 300, MH 300, MH320C MH 350, MH 350 C 

Leistungsdiagramm 

 



ML / MH 

Turning lathes 



  ML 300  MH 320 MH 320 C MH 350 MH 350 C 

Control: Siemens/Fanuc/Mitsubishi Siemens/Fanuc/Mitsubishi Siemens/Fanuc/Mitsubishi Siemens/Fanuc/Mitsubishi Siemens/Fanuc/Mitsubishi 

Travel distance: 

Max. circul. over bed & closing 580 mm 600 mm 600 mm 600 mm 600 mm 

Max. travel over cross slide 300 mm 400 mm 400 mm 400 mm 400 mm 

Max. turning diameter 300 mm 410 mm 410 mm 410 mm 410 mm 

Max. turning length 650 mm (1000 mm) 500 mm (750/1000) 780 mm (1030 mm) 750 mm (1000 mm) 780 mm (1030 mm) 

Chuck 8 Zoll (10 Zoll) 8 Zoll (10 Zoll) 8 Zoll (10 Zoll) 10 Zoll (12 Zoll) 10 Zoll (12 Zoll) 

Spindle drill 61 mm 66 mm (76 mm) 66 mm (76 mm) 76 mm (92 mm) 76 mm (92 mm) 

Main spindle 

Max. turning 30 - 4200 U/min 30 - 4500 U/min 30 - 4500 U/min 30 - 3500 U/min 30 - 3500 U/min 

Engine power 14.7 kw 14.7 kw 14.7 kw 18 kw 18 kw 

Spindle nose A2 - 6 A2 - 6 A2 - 6 A2 - 8 A2 - 8 

Travel / speed 

X – axis 202.5 mm (180+22.5) 230 mm (205+25) 230 mm (205+25) 230 mm (205+25) 230 mm (205+25) 

Z - axis 680 mm 550 mm(800 mm/1050 mm) 830 mm (1080 mm) 800 mm (1050 mm) 830 mm (1080 mm) 

Rapid feed X  30 m/min 20 m/min 20 m/min 20 m/min 20 m/min 

Rapid feed Z 30 m/min 24 m/min 24 m/min 24 m/min 24 m/min 

Cutting speed 10 m/min 10 m/min 10 m/min 10 m/min 10 m/min 

Revolver 

Quantity tools 12 (10/8) 12 (10) 12 (10) 12 (10) 12 (10) 

OD tool dimension 20 x 20 (VDI 30) 25 x 25 (VDI 40) VDI 40 25 x 25 ( VDI 40) VDI 40 

Shaft boring bar 40 mm 40 mm 40 mm 40 mm (50 mm) 40 mm 

Engine power driven tools * * 3.7/5.5 * 3.7/5.5 

Max. speed * * 4000 * 4000 

Torque * * 23. 5 * 23.5 

Subscripton time neighbour tool * 0.15 sek 0.15 sek 0.15 sek 0.15 sek 

Tailstock  

Quill travel 580mm (930mm) 580mm (830mm/1080mm) 580mm (830mm/1080mm) 8300mm (580mm/1080mm) 8300mm (580mm/1080mm) 

Quill stroke 100 mm 100 mm 100 mm 100 mm 100 mm 

Taper MT 4 MT 5 MT 5 MT 5 MT 5 

Accuracy 

Positioning accuracy ± 0.004 mm ± 0.004 mm ± 0.004 mm ± 0.004 mm ± 0.004 mm 

Repeatability ± 0.002 mm ± 0.002 mm ± 0.002 mm ± 0.002 mm ± 0.002 mm 

Power / Dimension 

Power concuption 25 kva 25 kva 25 kva 30 kva 35 kva 

Length 2770 mm 2750 mm (3000 / 3500 mm) 2750 mm (3000 / 3500 mm) 2750 mm (3000 / 3500 mm) 2750 mm (3000 / 3500 mm) 

Width 1745 mm 1860 mm (1860 / 1950 mm) 1860 mm (1860 / 1950 mm) 1860 mm (1860 / 1950 mm) 1860 mm (1860 / 1950 mm) 

Height 1665 mm 1800 mm 1800 mm 1800 mm 1800 mm 

Weight 4200 kg 4800 kg (5300 / 5800 kg) 4900 kg (5400 / 6200 kg) 4800 kg (5300 / 5800 kg) 4900 kg (5400 / 6200 kg) 



  



Central lubrication 

LHL system (grease) 

Lubricating oil VG68  



Workpiece measurement Tooling measurement 



Hydraulic system 

Tailstock 



Chip conveyor 

Hydraulic steady rest 


