
V 760 / 1000 L  

V 610 / 760 / 1000 B 
Serie 

Powered by MMD 

















Accuracy 
 All machines are made 

according to 
VDI/DGQ3441 

 Laser measuremnt 

 Renishaw   

 Vibration check-up milling 
spindle 

 

 

 All maschines are able to 
be equipped with directly 
position measurement 
system of Heidenhain 

Accuracy 

 Positioning mm  ±0.008 

 Repeat accuracy mm  ±0.005 

 



Controls 

 Siemens 828 D 

 

 Heidenhain TNC 620 

 

 Mitsubishi M70 

 

  Fanuc 



 Spindle cooling 

 Oil Skimmer 

 Chip lavation 

 IKZ 30 bar 

  4. axis 

 Etc. 

 

 

 

Standard equipments 
 

• Rigid Tapping 

• RS 232/Ethernet 

• Auto power off 

• Central lubrication 

• Cooling 

• Spiral conveyor mit chip tray 

• 4. axis applicable 

• Light in working room 

• signal lamp with 3 colors 

• Spray gun f. cleaning (water/air) 

• Heat exchanger electric cabinet 

• Handwheel 

• CE 

• Manuals 

Additional equipment 



V 760 L / V 1000 L /  

V 610 B 



Specifcation   

Lowcost V 760 L V 1000 L V 610 B V 760 B V 1000 B 

Ways Linear guides Linear guides  Box ways  Box ways Box ways 

X/Y/Z  760/400/400mm  1000/400/400mm  610/350/460mm  760/450/460mm 1020/510/510 

XYZ ball screws C5  (Hiwin/PMI) (Hiwin/PMI) (Hiwin/PMI) (HIWIN/PMI) (HIWIN/PMI) 

Spindlenose to table surface 102~502 mm  102~502 mm  100~560mm 175~615mm 200~530mm 

Table       

Table dimensions 1270mm x 305 mm 1524mm x 304 mm 710mm X 350mm 900mm X 400mm 1200mm X 410mm 

T slots 16 mm x 3 mm x 102 mm 16 mm x 3 mm x 102 mm 16mm X 5  18mm X 3 18mm X 5 

Max. load capacity of table  200 Kg 300 Kg 350 Kg 500 Kg 700 Kg 

Spindle       

Spindle speed 
8000 U/min   

(*10000~12000 U/min) 

8000 U/min   

(*10000~12000 U/min) 

8000 U/min 

(*10000~12000 U/min) 

8000 U/min 

(*10000~12000 U/min) 

8000 U/min 

(*10000~12000U/min) 

Cone DIN 40* DIN 40* DIN 40* DIN 40* DIN 40* 

Power transmission Belt Belt Belt Belt Belt 

Feed and power transmission  direct  direct  direct 1 : 2 1 :2 

Rapid feed (X/Y/Z) 12 m/min 

 

12  m/min 

 

12 m/min 12 m/min 12m/min 

Feed 1~10000 mm/min  1~10000 mm/min  1~10000 mm/min  1~10000 mm/min 1~10000 mm/min 

Tool changer       

Magazines Rotating16  (Arm 20) Rotating16  (Arm 20) Rotating 16  (*Arm 24) Rotating 16 (*Arm 24) Rotating16 (*Arm 24) 

Max. diameter of tool 100 mm  100 mm  100 mm 100 mm 100 mm 

Max. tool length 200 mm  200 mm  300 mm 300 mm 300 mm 

Max. tool weight 6kg 6kg 6 kg 6 kg 6 kg 

Controls       

Controling MITSUBISHI (* FANUC / SIEMENS / HEIDENHAIN ) 

Main motor 7KW* 7KW* 7KW* 7 KW* 7 KW* 

Axis motor 2.3 kW* 2.3 kW* 2.3 kW* 2.3 KW* 2.3 KW* 

Pneumatic       

Pressure 6kg/c㎡ 6kg/c㎡ 6kg/ cm³ 6 kg/cm³ 6kg/cm³ 

Central lubrication       

Tray 3L 3L 3L 3L 3L 

Oil ISO VG 68 ISO VG 68 ISO VG 68 ISO VG 68 ISO VG 68 

Cooling       

Kapacity 100L 130L 100L 100L 150L 

Pressure 10kg/cm² 10kg/cm² 10kg/cm² 10kg/cm² 10kg/cm² 

Electric connection       

Voltampere 12KVA 12KVA 12KVA 12KVA 15 KVA 

Machine       

Height (LxWxH) 2510 x 2170 x 2390 mm 3020 x 2170 x 2390 mm 1880 x 1720 x 1987 mm 2700 x 2085 x 2470 mm 3200 x 2200 x 2500 mm 

Weight 2500 kg 2700 kg 2600 kg 3000 kg 4000 kg 

*Optional 
*BT=JIS, DIN=DIN69872, CAT 


